V724 LIFEGUARD® PRODUCT SPECIFICATION SHEET

LIFEGUARD® 35 METERBOARD

WALL AND GENERATOR SUPPLY MODULES

The LIFEGUARD 35 Meter Board is an off-the-shelf solution for your
temporary power connection on-site.

The LIFEGUARD 35 can accommodate 63A to 100A threephase power
connections and includes a recess for the power authority to fit their direct
kWh power meter.

The GRP (Glass Reinforced Plastic) enclosure will never rust or corrode
and is double insulated. The screw-off front panel design ensures that your
temporary power supply is always weatherproof on-site. The assembled
product provides an IP66 rating.

The LIFEGUARD 35 can be modified on-site to suit your needs, with 12
DIN pole spaces built into the design
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ENCLOSURE SPECIFICATIONS ELECTRICAL SPECIFICATIONS
CASE MATERIAL Corrosion and UV resistant VOLTAGE 230/400VAC
Safety yellow as standard PHASES Single or three phase
COLOUR (Custqm colours available FREQUENCY 50Hz
as options)
IP RATING P66 RCD TRIP CURRENT 30mA
WINDOW MATERIAL Polycarbonate MAIN ISOLATOR/RATED CURRENT 10 - 125A
INSULATION RATINGS  Double Insulated SOCKET OUTLET CURRENT 10A/15A/32A/63A
Network supplied
PRODUCT CODE METER direct meter up to
100A
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